Power FEED RECESSED 24-48V For gipsum board INSTALLATION INSTRUCTIONS DZKKO

COMBI 90mm, 00052.xx

1 Cut hole in ceiling. 3 Fix to gipsum board. b Connect luminaire to driver.

D

2 80 mm

2 Disassemble suspension kit

5 Reassemble.
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Power FEED RECESSED TRIMLESS 24-48V For gipsum board INSTALLATION INSTRUCTIONS DZKKO

00050.xx

1 Cut hole in ceiling. 3 Connect luminaire to driver. 4 Insert plate into slots.

2 Plaster and paint.

5 Reassemble.
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Power FEED RECESSED 24-48V For gipsum board INSTALLATION INSTRUCTIONS DZKKO

Recessed 72 mm, 0005 | .xx Remote CV driver, 0001 3.xx

1 Cut hole in ceiling. 1 Cut hole in ceiling.
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2 Connect luminaire to driver. 2 Connect luminaire to driver.
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Power FEED RECESSED 24-48v

Remote CV driver, 0001 I 3.xx

1 Cuthole in ceiling.

For gipsum board INSTALLATION INSTRUCTIONS

3 Plaster and paint.

>

2 55 mm

5

2 Insert plaster ring.

gypsum board

[ ' mm thickness
for plaster 9-25mm

aperture 40 mm

4 Connect luminaire to driver.

5 Reassemble.
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