
OREOL IN 600
ø 595 mm

OREO IN L900
ø 900 mm

OREOL IN 1200
ø 1200 mm

OREOL IN 1500
ø 1520 mm

 1299 mm 

 750 mm

 1479 mm 

 1479 mm 

 762 mm 

 440 mm

 1022 mm

 590 mm

OREOL IN 1800
ø 1805 mm

 1262 mm 

OREOL IN 2500 mm
R 1250 mm

OREOL IN 3000
R 1498 mm

OREOL IN 2000 mm
R 1028 mm

 1439 mm 

 288 mm

 893 mm

1240 mm

1240 mm

1017 mm

 499 mm 

OREOL IN

05.2025

O R E O L  S U S P E N S I O N  DRILL TEMPLATE 



OREOL OUT  600
ø 590 mm

OREOL OUT  900
ø 895 mm

OREOL OUT  1200
ø 1195mm

OREOL OUT  1500
ø 1500 mm

 1282 mm

 740 mm

 1483 mm 

 1483 mm 

 758 mm 

  438 mm

1018 mm 

 588 mm 

OREOL OUT  1800
  ø1800 mm

 12
59

 m
m

OREOL OUT  2500
R 1250 mm

OREOL OUT  3000
R 1493 mm

OREOL OUT  2000
R 1000 mm

 14
00

 m
m 

 285 mm

 890 mm

1240 mm

1240 mm

 990 mm 

 494 mm 

05.2025

OREOL OUT 

05.2025

O R E O L  S U S P E N S I O N  DRILL TEMPLATE 


